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U-steel Carrier

Materials:Steel

Surface finish: Galvanization
Size:38mm

Standard Thickness:0.7mm

Cap

Material: Aluminum Alloy
Surface finish: Akzo Nobel
Electrostatic Powder Coated
Standard Thickness: 0.6mm

Bolt

Materials:Steel
Surface finish: Galvanization
Size: 6mm

M8 bar

No.:PGGO1D
Materials:Steel
Surface finish: Galvanization

L25 wall angle

Materials:Grade AA aluminum alloy
Surface finish:Powder coating
Specification:25mm x 25mm
Length:3000mm

Standard thickness:0.6mm

W25 wall angle

Materials:Grade AA aluminum alloy
Surface finish:Powder coating
Specification:24x11x11x24mm
Length:3000mm

Standard thickness:0.8mm

Bullet-shaped Aluminum Screen Celiling

Installation Diagram

Material: Aluminum Alloy
Surface finish: Akzo Nobel Electrostatic Powder Coated
Standard Thickness: 0.8~1.2mm
Hanger Rod

Bullet-shaped Aluminum
Screen Ceiling

Side View m
i © |
n}
»
oF
Bullet—-shaped Aluminum Screen Ceiling Unit: MM §3
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DH 100 100 25 1.2 g'
DH 150 150 25 1.2 E
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